
GIB® Bracing 
Systems

www.gib.co.nz

CBI 5113.

March 2006





G
IB

®
 B

R
A

C
IN

G
 S

Y
S

TE
M

S

30 FOR FURTHER INFORMATION VISIT WWW.GIB.CO.NZ

GIB® BRACING SYSTEMS – CONSTRUCTION

Fastener Layouts – GIB® Standard Bracing Elements MARCH 2006

GS2 (lined both sides)
(Vertical Fixing)

Daub of GIBFix® adhesive 
at 300mm centres to 
intermediate studs and nogs

For 10mm GIB® Standard Plasterboard and any other 10mm and 13mm GIB® plasterboard

32mm x 6g GIB® Grabber® 
Drywall Screws or 30mm GIB® 
Nails at 150mm centres to 
perimeter of bracing element

Single 32mm x 6g GIB® 
Grabber® Drywall Screws or 
30mm GIB® Nails where 
sheets cross studs

32mm x 6g GIB® Grabber®   
Drywall Screws or 30mm GIB® 
Nails at 150mm centres to 
perimeter of bracing element

GS1a (lined one side)
(Horizontal Fixing)

Daub of GIBFix® adhesive 
at 300mm centres to 
intermediate studs

GS1a (lined one side)
(Vertical Fixing)

Daub of GIBFix® adhesive 
at 300mm centres to 
intermediate studs and nogs

32mm x 6g GIB® Grabber® 
Drywall Screws or 30mm GIB® 
Nails at 150mm centres to 
perimeter of bracing element

Single 32mm x 6g GIB® 
Grabber® Drywall Screws or 
30mm GIB® Nails where 
sheets cross studs

32mm x 6g GIB® Grabber® 
Drywall Screws or 30mm GIB® 
Nails at 150mm centres to 
perimeter of bracing element

GS2 (lined both sides)
(Horizontal Fixing)

Daub of GIBFix® adhesive 
at 300mm centres to 
intermediate studs

Fixing the perimeter of a GIB® Standard Plasterboard bracing element
Fasteners are placed no closer than 12mm to the tapered (paper bound) machine edge of the GIB® plasterboard sheets. Fasteners 
are placed no closer than 18mm to a sheet end or a cut sheet edge.
For GIB® Standard bracing elements fasteners are placed at 150mm centres around the bracing element perimeter, starting at 50 
and 150mm from the sheet corners.

In order for GIB® systems to perform as tested, all components must be installed exactly as prescribed. Substituting components 
produces an entirely different system and may seriously compromise performance. Follow system specifications.

Copyright® Winstone Wallboards Ltd 2006. All of the material on this document, including all text, tables, charts, graphs, drawings, fastener patterns, 
diagrams and the EzyBrace™ Specification Numbering System (and the sub-components thereof), are protected by copyright.
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GIB® Standard PlasterboardFastening pattern for 
GIB® Standard 
bracing elements

Angle brace Angle brace

Single 32mm x 6g GIB® 
Grabber® Drywall Screws or 
30mm GIB® Nails at 300mm 
centres

Single 32mm x 6g GIB® 
Grabber® Drywall Screws or 
30mm GIB® Nails at 300mm 
centres
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BL1a (lined one side)
(Vertical Fixing)

32mm GIB Braceline® Screws 
or 35mm GIB Braceline® Nails 
at 150mm centres to perimeter 
of braced element

32mm x 6g GIB® Grabber® 
Drywall Screws or 30mm
GIB® Nails at 300mm centres

Daub of GIBFix® adhesive 
at 300mm centres to 
intermediate studs and nogs

BL1a (lined one side)
(Horizontal Fixing)

32mm x 6g GIB® Grabber® 
Drywall Screws or 30mm GIB® 
Nails where sheets cross studs

Daub of GIBFix® adhesive 
at 300mm centres to 
intermediate studs

32mm GIB Braceline® screws or 
35mm GIB Braceline® nails at 
150mm centres  to perimeter of 
braced element

BL1 (lined one side)

32mm GIB Braceline® Screws or 35mm 
GIB Braceline® Nails at 150mm centres 
to perimeter of braced element

Daubs of GIBFix® 
adhesive at 
300mm centres to 
intermediate studs

Refer page 26 re 
fastener details 
for Plywood

32mm GIB Braceline® Screws or 
35mm GIB Braceline® Nails at 150mm 
centres to perimeter of braced element

BLP (lined both sides)

Hold-downs

Daubs of GIBFix® 
adhesive at 300mm 
centres to 
intermediate studs

The 10mm 
GIB® Standard 
Plasterboard on 
the reverse face is 
fastened as per 
system GS1a 

32mm GIB Braceline® Screws or 35mm 
GIB Braceline® Nails at 150mm centres to 
perimeter of braced element

BLG (lined both sides)

Hold-
downs

Hold-
downs

Hold-
downs

For 10mm GIB Braceline®, 10mm and 13mm GIB Noiseline® and 13mm GIB Toughline®

Fixing the perimeter of a GIB Braceline® bracing element
Fasteners are placed no closer than 12mm to the tapered (paper bound) machine edge of the GIB® plasterboard sheets. Fasteners 
are placed no closer than 18mm to a sheet end or a cut sheet edge.
For GIB Braceline® systems, fasteners are placed at 150mm centres around the bracing element perimeter, starting at 50, 100 and 
150mm from the sheet corners.
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GIB® BRACING SYSTEMS – CONSTRUCTION

Fastener Layouts – GIB Braceline® Bracing Elements MARCH 2006

In order for GIB® systems to perform as tested, all components must be installed exactly as prescribed. Substituting components 
produces an entirely different system and may seriously compromise performance. Follow system specifications.

Copyright® Winstone Wallboards Ltd 2006. All of the material on this document, including all text, tables, charts, graphs, drawings, fastener patterns, 
diagrams and the EzyBrace™ Specification Numbering System (and the sub-components thereof), are protected by copyright.
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GIB Braceline®

Fastening pattern 
for GIB Braceline® 
bracing elements

Angle brace Angle brace

Hold-downs
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GIB® BRACING SYSTEMS

GIB® Bracing System Installation Checklist MARCH 2006

Contract ID

Site Address

Specifier

Building Contractor

Plasterboard Installer

Check carried out by

Date

Reference Material: GIB® Bracing Systems, GIB® Site Guide (Edition current at time of installation)

PRE LINING Y N CHECKED BY DATE

Bracing element position corresponds with the bracing plan

Hold-down straps correctly positioned and installed (systems incorporating “BL”)

Hold-down straps checked in flush with framing

Hold-down bolts correctly positioned and installed

No power points or light switch outlets situated within 90mm of the edge of the 
element. Easier to move now than later.

Any opening larger than 90 x 90mm is positioned in the middle third of the element 
both vertically and horizontally

Braces extend from top to bottom plates. Angle braces installed correctly

No bracing elements situated within a shower cubicle or above a bath

POST LINING Y N CHECKED BY DATE

Correct corner fastening pattern has been used for the specified system

Perimeter fastenings are correctly spaced for the system being used

Correct fasteners have been used. 32mm GIB® Grabber® or GIB® Nails for all 
GS systems and 32mm GIB Braceline® screws or 35mm GIB Braceline® nails for 
BL systems.

Sheet end butt joints within the bracing element are back-blocked

CEILING DIAPHRAGMS Y N CHECKED BY DATE

Steel battens are directly fixed to framing. Clip system cannot be used in ceiling 
diaphragm applications.

Perimeter of the diaphragm is fixed to a single continuous member along 
each edge

No sheets shorter than 1800mm used in diaphragm

End sheets are a minimum of 600mm wide x 1800mm long

Longitudinal joint adjacent to end sheet is back-blocked if end sheet is between 
600mm and 900mm wide

Corner fastenings correct

Sheet end butt joints back-blocked
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GIB® Products
Manufactured by Winstone Wallboards Ltd. Distributed 
nationwide by authorised distributors.

Trademarks
The names GIB®, GIB Ultraline®, GIB Toughline®, GIB Noiseline®, GIB 
Braceline®, GIB Aqualine®, GIB Wideline®, GIB Fyreline®, GIB Soundseal®, 
GIB-Cove®, GIB Rail®, GIB Framegard®, GIB Tradeset®, the colour mauve 
for GIB Toughline® and the colour blue for GIB Braceline® , GIB Living 
Solutions®, GIB Dry Zone®, GIB Tough Zone®, GIB Feature Zone®; 
GIB Quiet Zone® and EzyBrace™ are all trademarks of Fletcher Building 
Holdings Ltd.

GIB® Help Line - Call Free

0800 100 442
Free Facsimile

0800 229 222
E-mail

info@gib.co.nz
Internet Website

http://www.gib.co.nz
Auckland
P.O. Box 12 256 Penrose. Telephone 0-9-633 0100. 
Facsimile 0-9-633 0101.

Copyright © Winstone Wallboards Ltd, 2006



Winstone Wallboards Limited
37 Felix Street, P O Box 12256

Penrose, Auckland, New Zealand

Phone 64-9-633 0100, Facsimile 64-9-633 0101

Internet website: http//www.gib.co.nz

E-mail: info@gib.co.nz

GIB® Helpline: 0800 100 442

Facsimile: 0800 229 222


